Installation Instructions

KAWASAKI 750SXI PRO
HULL EXTENSIONS

PW-01-715

Contact us if you have any issues or
questions
Sales@ProWatercraftRacing.com or
928-255-0230

Tools Needed:

Drill Parts Included:
11/64” Drill Bit Hull Extensions
Screw Bit Exhaust Adapter
5mm Allen (6) 1 1/4” Screws

Gloves, Rags, Marker
Caulk Gun, Silicone*

READ ALL INSTRUCTIONS BEFORE BEGINNING INSTALLATION

1 Using a straight edge, line up the left hull extension to the hull surface. Mark around the
edges with the marker to save the position. Fig 1

2 Hold the extension in place. Start at the center hole and drill into the hull through the
extension with the 11/64” drill bit. Fig 2

3 Install the center screw into the hull extension to hold it in place. Drill the remaining holes
and install the other screws.

Remove your exhaust flap. Be careful when prying out the exhaust ring from your hull.

5 Repeat Step 1 through 3 with the right extension. Use the exhaust adapter to align the hull
extension to your exhaust outlet. The extension may need modification to fit properly.

Remove both extensions and clean the hull. Any dirt or debris will affect the silicone bond.

Apply silicone to the screw holes, exhaust outlet, and hull extensions. Apply enough for the
silicone to squeeze out and seal to the hull.

8 Screw the extensions onto the hull making sure the exhaust adapter is inserted fully.

ProwatercraftRacing.com

Clean off any excess silicone from the hull, exhaust, and extensions. Wait 24 hours for the
silicone to fully cure. Fig 3

* Use of any other adhesive besides ProWatercraft’s approved silicone will void the warranty. Use 1S808 silicone adhesive.

Please leave our products a review! ***** Fig 3
Send us an email with your review and receive a discount on your next order of PWR products.



