Contact us if you have any issues or Installation Instructions

questions SXR 800 WEDGE
Sales@ProWatercraftRacing.com or F REAR SPONSONS

928-255-0230 PW-01-270

Tools Needed: Parts Included:

: " y < Drill Wedge Sponsons
Our installation video is not 1/4” Drill Bit A e
yet available. Screw Bit 4 Washers

Rags , Silicone* 2 Nylon Lock Nuts

READ ALL INSTRUCTIONS BEFORE BEGINNING INSTALLATION

MNote: These sponsons are designed to fit precisely into the SXR. You may need to modify the Back Front
inside lip of the sponson to get the proper fit. If you have questions, contact us for help.

1 Drill out only the #1 and #4 rivets from the ski with your 1/4” bit. FIG 1

2 Pre-fit the wedge sponsons into the bond flange. The piece sticking out from the back of
the sponsons wraps behind the hull. FIG 2

3 Check to see if the threaded hole in the sponson lines up to the rearmost rivet hole (#1). If
not, you will need to drill out the hole to line them up.

4 Insert a screw with a washer through the #1 hole and attach to sponsons. Do not tighten.

5 With the sponsons half-installed, press the front nose up into the bond flange and drill out
the sponson through the #4 hole with the same drill bit.

6 Take the sponson off so we can prep for final install.

7 Apply silicone to nose, perimeter of the top of the sponson, and the screw holes. Using
more silicone will help seal the sponson to the hull. FIG 3
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8 Press up into the bond flange and insert the screw and washer into the #1 hole. Do the
same for the #4 hole. Then tighten down the screws.

g Clean off any excess silicone and wipe off the part. Repeat these steps 1 - 9 for the other : m 4 '
side. Allow 24 hour for the silicone to dry. r -

* Our warranty only applies with use of 15808 silicone



