Contact us if you have any issues or

Sales@ProWatercraftRacing.com or

questions

Installation Instructions

SXR1500 Performance Rear
Sponsons

928-255-0230

video!

Scan the QR code to watch
our Youtube installation

PW-01F-200-HFC

Supplied with Kit:

PW-01F-200-HFC Kawasaki SXR 1500 Double Rear Sponsons

2- Long Button Head Bolts
8- Short Button Head Bolts
2- Small Washers
8- Large Washers
2- Lock Nuts
1- Loctite

X1 PWOIF200L
X1 PWAIF200R

READ ALL INSTRUCTIONS BEFORE BEGINNING INSTALLATION

Unscrew the 4 bolts holding the stock rear sponsons on. Fig. 1
Remove the stock sponsons and inspect the brass inserts. Clean
and clear out the insert threads.

Drill out the 5th rivet from the corner bumper with a 1/4" bit. This
hole will be used to secure the front of the sponson later on. Fig. 2

Slide the sponson into the bond flange aligning our sponson's rivet
reliefs behind the bond flange rivets. Rivet placement changes per
ski, adjust where needed. You will hear a click when installed
correctly. Fig. 3

If the sponson's holes are not lining up with the inserts, notch out
where you see a rivet digging into the sponson.

Once aligned, use the flat head bolts to secure the sponson to the
hull with Loctite. Tighten the supplied bolts to be flush.

Drill through the 5th rivet hole again and now through the
sponson. Fig 2

Put the button head bolt with a washer through the bumper
hole and tighten up with the lock nut from the inside.

Repeat these steps for the other side.

After you first ride check all the bolts to make sure they stay tight
and tighten up anything loose with more Loctite.




